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1
LINEAR MOTOR AND STAGE DEVICE

CROSS-REFERENCE TO RELATED
APPLICATIONS

The present application claims priority under 35 U.S.C.
§119 to Japanese Patent Application No. 2010-227325, filed
Oct. 7, 2010. The contents of this application are herein
incorporated by reference in their entirety.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to a linear motor and a stage
device.

2. Discussion of the Background

Japanese Unexamined Patent Application Publication No.
2010-74976 discloses a linear motor that allows for biaxial
driving in X andY axes.

This linear motor includes a field magnet and an armature.
The field magnet includes a first magnet row and a second
magnet row. The armature includes a first armature coil row
and a second armature coil row. The first armature coil row is
opposite the first magnet row of the field magnet, while the
second armature coil row is opposite the second magnet row
of' the field magnet. The first magnet row includes a plurality
of opposing pairs of first magnets. The opposing pairs of first
magnets are disposed between a pair of planar field magnet
yokes of the field magnet along the X axis direction. The
second magnet row includes two opposing pairs of second
magnets disposed to one side of the first magnet row in the Y
axis direction (on the yoke open side). The two opposing pairs
of second magnets form two rows along the Y axis direction.

SUMMARY OF THE INVENTION

According to one aspect of the present invention, a linear
motor has an X axis direction and a Y axis direction orthogo-
nal to the X axis direction. The linear motor includes a field
magnet and an armature. The field magnet serves as one of a
rotor and a stator. The rotor is movable in the X axis direction
and the Y axis direction. The field magnet includes a pair of
planar, mutually opposing field magnet yokes, a yoke base, a
first magnet row, and a second magnet row. The yoke base is
on a first end of each of the pair of field magnet yokes in the
Y axis direction. The first magnet row is between the pair of
field magnet yokes. The first magnet row includes a plurality
of mutually opposing pairs of first magnets along the X axis
direction. The first magnets of each of the pairs have mutually
different polarities. The second magnet row is between the
pair of field magnet yokes. The second magnet row is to at
least one of a first side and a second side of the first magnet
row in the Y axis direction. The second magnet row includes
a pair of mutually opposing second magnets having mutually
different polarities. The pair of mutually opposing second
magnets form a single row in the Y axis direction on each of
the pair of field magnet yokes. The armature serves as another
one of the rotor and the stator. The armature includes a first
armature coil and a second armature coil. The first armature
coil is opposite the first magnet row. The second armature coil
is opposite the second magnet row.

BRIEF DESCRIPTION OF THE DRAWINGS

A more complete appreciation of the invention and many of
the attendant advantages thereof will be readily obtained as
the same becomes better understood by reference to the fol-
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2

lowing detailed description when considered in connection
with the accompanying drawings, wherein:

FIG. 11is a cross-sectional view of a linear motor according
to an embodiment, taken along a direction orthogonal to an X
axis direction to illustrate a schematic configuration of the
linear motor;

FIGS. 2A and 2B are diagrams illustrating a schematic
configuration of a field magnet: FIG. 2A is a cross-sectional
view of the field magnet taken along the line IIA-IIA of FIG.
2B; and FI1G. 2B shows the field magnet as viewed from a side
in a direction orthogonal to the X axis direction;

FIGS. 3A and 3B are diagrams illustrating a schematic
configuration of an armature: FIG. 3A is a cross-sectional
view of the armature taken along the line IIIA-IIIA of FIG.
3B; and FIG. 3B shows the armature as viewed from a side in
a direction orthogonal to the X axis direction;

FIGS. 4A and 4B are diagrams illustrating a schematic
configuration of a field magnet according to a comparative
embodiment: FIG. 4A is a cross-sectional view of the field
magnet according to the comparative embodiment taken
along the line IVA-IVA of FIG. 4B; and FIG. 4B shows the
field magnet according to the comparative embodiment as
viewed from a side in a direction orthogonal to the X axis
direction;

FIG. 5 is a diagram illustrating a distance between a second
coil side portion and a second magnet row in the case where
the armature makes a relative movement, in relation to the
field magnet, from the position shown in FIG. 1 to a first side
inaY axis direction; and

FIG. 6 is a cross-sectional view of a linear motor, taken
along a direction orthogonal to the X axis direction to illus-
trate a schematic configuration of the linear motor, according
to a modification embodiment where the second magnet row
is disposed to the second side of a first magnet row in the Y
axis direction.

DESCRIPTION OF THE EMBODIMENTS

The embodiments will now be described with reference to
the accompanying drawings, wherein like reference numerals
designate corresponding or identical elements throughout the
various drawings.

FIG. 1is a cross-sectional view of a linear motor 1 accord-
ing to an embodiment, taken along a direction orthogonal to
an X axis direction to illustrate a schematic configuration of
the linear motor 1.

As shown in FIG. 1, the linear motor 1 is what is called a
coreless linear motor. The linear motor 1 includes a field
magnet 2 serving as a stator and an armature 3 serving as a
rotor. In the linear motor 1, the armature 3, which serves as the
rotor, is drivable (movable) biaxially in the X axis direction
(which is the direction perpendicular to the paper plane of
FIG. 1, detailed later) and in the Y axis direction (which is a
vertical direction of FIG. 1, detailed later) orthogonal to the X
axis direction.

FIGS. 2A and 2B are diagrams illustrating a schematic
configuration of the field magnet 2: FIG. 2A is a cross-sec-
tional view of the field magnet 2 taken along the line ITA-IIA
of FIG. 2B; and FIG. 2B shows the field magnet 2 as viewed
from a side in a direction orthogonal to the X axis direction.

As shown in FIGS. 2A, 2B, and 1, the field magnet 2
includes a pair of planar field magnet yokes 4, a yoke base 5,
a first magnet row 6, and a second magnet row 7. The yoke
base 5 supports (secures) the pair of field magnet yokes 4
approximately in parallel to one another in opposing orienta-
tion. The first magnet row 6 includes a plurality of pairs (10
pairs in this embodiment) of X-axis permanent magnets 6a
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(first magnets), the permanent magnets 6a of each pair having
mutually different polarities. The second magnet row 7
includes a pair of Y-axis permanent magnets 7a (second mag-
nets) having mutually different polarities. Each of the Y-axis
permanent magnets 7a forms a single row in the Y axis direc-
tion on each of the pair of field magnet yokes 4.

The pair of field magnet yokes 4 are made of magnetic
material such as iron, and disposed approximately in parallel
in opposing orientation across the yoke base 5. The longitu-
dinal direction of the pair of field magnet yokes 4 (which is
the direction perpendicular to the paper plane of FIGS. 1 and
2A and the lateral direction of FIG. 2B) corresponds to the X
axis direction, while the direction orthogonal to the longitu-
dinal direction of the pair of field magnet yokes 4 (the vertical
direction of FIGS. 1, 2A, and 2B) corresponds to the Y axis
direction.

The yoke base 5 is made of magnetic material such as iron,
and disposed between the pair of field magnet yokes 4 and on
a first side of each of the pair of field magnet yokes 4 in the Y
axis direction (on the lower side of FIGS. 1, 2A, and 2B), so
as to support the pair of field magnet yokes 4.

The pair of X-axis permanent magnets 6a are disposed in
opposing orientation on the opposing surfaces of the pair of
field magnet yokes 4 (in other words, on the inner surfaces of
the pair of field magnet yokes 4) and on a second side of the
pair of field magnet yokes 4 in the Y axis direction (on the
upper side of FIGS. 1, 2A, and 2B). Specifically, the first
magnet row 6 is disposed on the second side of the pair of field
magnet yokes 4 in the Y axis direction, and has the plurality of
pairs (10 pairs in this embodiment) of X-axis permanent
magnets 6a disposed in opposing orientation on the opposing
surfaces of the pair of field magnet yokes 4 at equal intervals
along the X axis direction. Additionally, the plurality of pairs
of X-axis permanent magnets 6a have alternately inverted
polarities in the X axis direction. Thus, the plurality of pairs of
X-axis permanent magnets 6a are disposed on the inner sur-
faces of the pair of field magnet yokes 4 and on the second
side of the pair of field magnet yokes 4 in the Y axis direction.
In other words, the plurality of pairs of X-axis permanent
magnets 6a are disposed on the open side of the pair of field
magnet yokes 4. More specifically, in the first magnet row 6,
the polarities of the plurality of X-axis permanent magnets 6a
arranged on one of the pair of field magnet yokes 4 alternate
in, for example, such a manner as south pole—snorth
pole—south pole—north pole—and so forth. Inversely, the
polarities of the plurality of X-axis permanent magnets 6a
arranged on the other one of the pair of field magnet yokes 4
alternate in such a manner as north pole—south pole—north
pole—south pole—and so forth. Arranging the plurality of
pairs of X-axis permanent magnets 6a of the first magnet row
6 in this manner results in a closed loop of magnetic field for
X axis driving (not shown) formed by adjacent two pairs of
X-axis permanent magnets 6a.

The pair of Y-axis permanent magnets 7a are disposed in
opposing orientation on the opposing surfaces of the pair of
field magnet yokes 4 (in other words, on the inner surfaces of
the pair of field magnet yokes 4) and to a first side of the first
magnet row 6 in the Y axis direction (on the lower side of
FIGS. 1, 2A, and 2B). Specifically, the second magnet row 7
has its pair of Y-axis permanent magnets 7a disposed in
opposing orientation along the X axis direction (throughout
the X axis length) on the inner surfaces of the pair of field
magnet yokes 4 and to the first side of the first magnet row 6
in the Y axis direction. Thus, the pair of Y-axis permanent
magnets 7a are disposed on the inner surfaces of the pair of
field magnet yokes 4 and to the first side of the first magnet
row 6 inthe Y axis direction. In other words, the pair of Y-axis
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permanent magnets 7a are disposed on the side where the pair
of field magnet yokes 4 are closed by the yoke base 5. More
specifically, in the second magnet row 7, one of the pair of
Y-axis permanent magnets 7a disposed on one of the pair of
field magnet yokes 4 is north polarized, for example.
Inversely, the other one of the pair of Y-axis permanent mag-
nets 7a arranged on the other one of the pair of field magnet
yokes 4 is south polarized. The pair of Y-axis permanent
magnets 7a of the second magnet row 7 and the yoke base 5
forma closedloop L1 of magnetic field for Y axis driving. The
second magnet row 7 will be described in detail later.

FIGS. 3A and 3B are diagrams illustrating a schematic
configuration of the armature 3: FIG. 3A is a cross-sectional
view of the armature 3 taken along the line IITA-IIIA of FIG.
3B; and FIG. 3B shows the armature 3 as viewed from a side
in a direction orthogonal to the X axis direction. In FIG. 3A,
the direction perpendicular to the paper plane corresponds to
the X axis direction, while the vertical direction corresponds
to the Y axis direction. In FIG. 3B, the lateral direction cor-
responds to the X axis direction, while the vertical direction
corresponds to the Y axis direction.

As shown in FIGS. 3A, 3B, and 1, the armature 3 includes
a planar substrate 9 and an armature base 8 that secures a
table, not shown, on which a load, not shown, is to be placed.

The substrate 9 is disposed in opposing orientation with
respectto the first and second magnet rows 6 and 7 of the field
magnet 2 across a magnetic gap. In other words, the substrate
9 is disposed in the air gap between the first and second
magnet rows 6 and 7. The substrate 9 includes a first armature
coil row 11 and a single-phase coil 12 (second armature coil).
The first armature coil row 11 includes a row of a plurality of
(six in this embodiment) AC (Alternating Current) three-
phase coils 11a (first armature coils) each having electrical
phase differences of, for example, 120 degrees.

The first armature coil row 11 has its plurality of (six in this
embodiment) of AC three-phase coils 11a disposed in the
substrate 9 opposite the first magnet row 6 of the field magnet
2 and at equal intervals along the X axis direction. The AC
three-phase coils 11a are each molded into a plate shape by
resin molding and secured (disposed) in the substrate 9.

The single-phase coil 12 is disposed to a first side of the
first armature coil row 11 in the Y axis direction (on the lower
side of FIGS. 1, 3A, and 3B). Specifically, the single-phase
coil 12 is disposed in the substrate 9 opposite the second
magnet row 7 of the field magnet 2 and along the X axis
direction (throughout the X axis length). The single-phase
coil 12 is molded into a plate shape by resin molding and
secured (disposed) in the substrate 9.

The armature base 8 is disposed on a second side of the
substrate 9 in the Y axis direction (on the upper side of FIGS.
1, 3A, and 3B). The armature base 8 includes two refrigerant
conduits 10 along the X axis direction. In order to directly
cool the armature 3, the refrigerant conduits 10 collect heat
generated from the AC three-phase coils 11a and the single-
phase coil 12. Disposing the refrigerant conduits 10 in the
armature 3 leads to reduction in loss associated with coil
heating, resulting in an efficient linear motor 1.

Referring again to FIG. 1, the second magnet row 7 of the
field magnet 2 will be described in detail.

The second magnet row 7 of the field magnet 2 is disposed
between the pair of field magnet yokes 4 and to the first side
of'the first magnet row 6 in the Y axis direction (on the lower
side of FIG. 1), as described above. Specifically, the second
magnet row 7 is disposed between the pair of field magnet
yokes 4 and opposite a coil side portion 124, which is on a first
side of the single-phase coil 12 of the armature 3 in the Y axis
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direction. (The coil side portion 12a will be hereinafter occa-
sionally referred to as a “first coil side portion 12a”. See also
FIGS. 3A and 3B.)

More specifically, the pair of' Y-axis permanent magnets 7a
of'the second magnet row 7 are each longer than the first coil
side portion 12q in the Y axis direction. The pair of Y-axis
permanent magnets 7a are opposite the first coil side portion
12a between the pair of field magnet yokes 4 with a spacing
S1 greater than a spacing S2 in a state without thrust gener-
ated in the Y axis direction. The spacing S1 is defined as a
spacing (distance) in the Y axis direction between a first end
of each of the pair of Y-axis permanent magnets 7a in the Y
axis direction and a first end of the first coil side portion 12a
in theY axis direction. The spacing S2 is defined as a spacing
(distance) in the Y axis direction between a second end of
each of the pair of Y-axis permanent magnets 7a inthe Y axis
direction (the upper side of FIG. 1) and a second end of the
first coil side portion 124 in the Y axis direction.

The linear motor 1 thus configured is capable of driving the
armature 3 biaxially in the X and Y axis directions. Specifi-
cally, energizing the AC three-phase coils 11a of the armature
3 causes the AC three-phase coils 11a to have an effect with
the closed loop of magnetic field for X axis driving. Specifi-
cally, an electromagnetic force is generated between the AC
three-phase coils 11a and the first magnet row 6 of the field
magnet 2. The electromagnetic force causes a thrust to drive
the armature 3 in the X axis direction. Energizing the single-
phase coil 12 ofthe armature 3 causes the single-phase coil 12
to have an effect with the closed loop L1 of magnetic field for
Y axis driving. Specifically, an electromagnetic force is gen-
erated between the single-phase coil 12 and the second mag-
net row 7 of the field magnet 2. The electromagnetic force
causes a thrust to drive the armature 3 in the Y axis direction.

A comparative embodiment will be described below by
referring to FIG. 4 prior to reciting the advantageous effects
of the above-described embodiment. FIGS. 4A and 4B are
diagrams illustrating a schematic configuration of a field
magnet 2 according to the comparative embodiment: FIG. 4A
is a cross-sectional view of the field magnet 2 according to the
comparative embodiment taken along the line IVA-IVA of
FIG. 4B; and FIG. 4B shows the field magnet 2 according to
the comparative embodiment as viewed from a side in a
direction orthogonal to the X axis direction. FIGS. 4A and 4B
respectively correspond to FIGS. 2A and 2B. For ease of
comparison, like reference numerals designate correspond-
ing or identical elements throughout FIGS. 2A, 2B, 4A, and
4B.

The linear motor 1 according to the comparative embodi-
ment is approximately similar to the linear motor 1 according
to the above-described embodiment. The difference is that in
the linear motor 1 according to the comparative embodiment,
the field magnet 2 includes two second magnet rows 7 in the
Y axis direction. Specifically, as shown in FIGS. 4A and 4B,
the field magnet 2 according to the comparative embodiment
has two second magnet rows 7 disposed in theY axis direction
between the pair of field magnet yokes 4 and to the first side
of'the first magnet row 6 in the Y axis direction (on the lower
side of FIG. 4). In other words, two pairs of Y-axis permanent
magnets 7a form two rows in the Y axis direction on each of
the pair of field magnet yokes 4. Hence, in the field magnet 2
according to the comparative embodiment, the two pairs of
Y-axis permanent magnets 7a themselves form a closed loop
of magnetic field [.2 for Y axis driving. The linear motor 1
according to the comparative embodiment is otherwise simi-
lar to the linear motor 1 according to the above-described
embodiment.
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The following is noted as to the linear motor 1 according to
the comparative embodiment. In the comparative embodi-
ment, two pairs of Y-axis permanent magnets 7a are disposed
along the Y axis direction, forming two rows. This makes the
first magnet row 6 and the second magnet row 7 closer to one
another, creating a possibility of mutual interference between
the magnetic field for X axis driving formed by the first
magnet row 6 and the magnetic field forY axis driving formed
by the second magnet row 7. The mutual interference of
magnetic fields can increase leakage flux at the X and Y axes,
creating a possibility of a low motor constant. Additionally,
the mutual interference of magnetic fields can cause uneven-
ness of air gap flux density at the X and Y axes, creating a
possibility of increase in thrust ripple and side force.

Contrarily, in the linear motor 1 according to the above-
described embodiment, a pair of Y-axis permanent magnets
7a are disposed along the Y axis direction, forming a single
row (see, for example, FIGS. 2A and 2B). Thus, the number
of rows of Y-axis permanent magnets 74 in the Y axis direc-
tion is smaller than in the comparative embodiment, where
two pairs of Y-axis permanent magnets 74 are disposed along
the Y axis direction, forming two rows, and the two pairs of
Y-axis permanent magnets 7a themselves form the closed
loop L2 of magnetic field. This ensures a substantial distance
between the first magnet row 6 and the second magnet row 7,
compared with the comparative embodiment. This in turn
minimizes the mutual interference between the magnetic field
for X axis driving formed by the first magnet row 6 and the
magnetic field for Y axis driving formed by the second mag-
net row 7. The minimization of mutual interference in turn
minimizes the lowering of a motor constant, which is other-
wise caused by increase in leakage flux at the X and Y axes
associated with mutual interference of magnetic fields. The
minimization of mutual interference additionally minimizes
increase in thrust ripple and side force, which is otherwise
caused by unevenness of air gap flux density at the X and Y
axes associated with mutual interference of magnetic fields.
This minimizes adverse effects to various kinds of perfor-
mance of machines and instruments in which the linear motor
1 can be mounted, providing the linear motor 1 with improved
reliability.

It is particularly noted that in this embodiment, the second
magnet row 7 is disposed to the first side of the first magnet
row 6 in theY axis direction, that is, on the side where the pair
of field magnet yokes 4 are closed by the yoke base 5 (see, for
example, FIGS. 2A and 2B). This reduces leakage of mag-
netic flux forY axis driving formed by the second magnet row
7, compared with disposing the second magnet row 7 to the
second side of the first magnet row 6 in the Y axis direction,
that is, on the open side of the pair of field magnet yokes 4.

It is also particularly noted that in this embodiment, the
second magnet row 7 is disposed opposite the first coil side
portion 12a (see, for example, FIG. 1). This makes the second
magnet row 7 closer to the first side of the first magnet row 6
in the'Y axis direction, thereby further securing a substantial
distance between the first magnet row 6 and the second mag-
net row 7. This further improves the effect of minimizing
mutual interference of magnetic fields.

It is also particularly noted that in this embodiment, the
second magnet row 7 is disposed with the spacing S1 greater
than the spacing S2. This ensures advantageous effects that
will be described in detail below. As shown in FIG. 1, the
single-phase coil 12 has a coil side portion 125 on the second
side of the single-phase coil 12 in the Y axis direction. (The
coil side portion 126 will be hereinafter occasionally referred
to as a “second coil side portion 125”. See also FIGS. 3A and
3B.) In the configuration of FIG. 1, where the second magnet
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row 7 is disposed opposite the first coil side portion 124, the
second coil side portion 124 is kept away from the second
magnet row 7 and therefore insusceptible to the magnetic
field formed by the second magnet row 7. However, when the
armature 3 makes a relative movement, in relation to the field
magnet 2, to the first side in the Y axis direction, the second
coil side portion 126 approaches the second magnet row 7 and
becomes adversely affected by the magnetic field formed by
the second magnet row 7, resulting in a weakened thrust.
Meanwhile, when the armature 3 makes a relative movement,
in relation to the field magnet 2, to the second side in the Y
axis direction, the second coil side portion 126 moves away
from the second magnet row 7 and is approximately unaf-
fected by the magnetic field formed by the second magnet row
7. This makes the thrust approximately uniform. Thus, the
thrust of the linear motor 1 in the Y axis direction varies
depending on the direction in which the armature 3 moves
along the Y axis, resulting in an increase in thrust ripple.

In view of this, in this embodiment, the second magnet row
7 is disposed with the spacing S1 greater than the spacing S2,
as described above. This ensures a relatively large distance D
between the second coil side portion 126 and the second
magnet row 7, even when the armature 3 makes a relative
movement, in relation to the field magnet 2, to the first side in
the Y axis direction. This in turn minimizes the reduction in
thrust and the increase in thrust ripple.

FIG. 5 is a diagram illustrating the distance D in the case of
the relative movement of the armature 3 to the first side in the
Y axis direction. FIG. 5 is similar to FIG. 1 except that the
armature 3 makes a relative movement, in relation to the field
magnet 2, from the position shown in FIG. 1 to the first side in
theY axis direction. InFIGS. 1 and 5, the distance D is defined
as a distance between the second coil side portion 125 and the
second magnet row 7 (in this embodiment, the distance
between a first end of the second coil side portion 125 in the
Y axis direction and a second end of each of the pair of Y-axis
permanent magnets 7a on the second side in the Y axis direc-
tion). As shown in FIG. 5, when the armature 3 makes a
relative movement, in relation to the field magnet 2, to the first
side in the Y axis direction (which is the lower side of FIGS.
1 and 5) from the position shown in FIG. 1, the distance D is
smaller than in the case where the armature 3 is located at the
position shown in FIG. 1. Still, disposing the second magnet
row 7 with the spacing S1 greater than the spacing S2 keeps
the distance D relatively large.

It is also particularly noted that in this embodiment, the
yoke base 5 is made of magnetic material such as iron. Use of
magnetic material for the yoke base 5 ensures reliable forma-
tion of the closed loop L1 of magnetic field for Y axis driving
by the pair of Y-axis permanent magnets 7a, which are dis-
posed to the first side of the first magnet row 6 in the Y axis
direction, and the yoke base 5 made of magnetic material. Use
of' magnetic material for the yoke base 5 also reduces leakage
flux. This results in an increase in thrust in the Y axis direc-
tion.

It will be appreciated that the present invention will not be
limited to the embodiment described above, but various
modifications are possible without departing from the tech-
nical scope of the present invention. Such modification
embodiments will be described below.

(1) The Second Magnet Row Disposed to the Second
Side of the First Magnet Row in the Y Axis Direction

While in the above-described embodiment the second
magnet row 7 of the field magnet 2 is disposed to the first side
of'the first magnet row 6 in the Y axis direction, this should not
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be construed in a limiting sense. The second magnet row 7
may be disposed to the second side of the first magnet row 6
in the Y axis direction.

FIG. 6 is a cross-sectional view of a linear motor 1 accord-
ing to a modification embodiment, taken along a direction
orthogonal to the X axis direction to illustrate a schematic
configuration of the linear motor 1. FIG. 6 corresponds to
FIG. 1. Like reference numerals designate corresponding or
identical elements throughout FIGS. 1 and 6, and therefore
such elements will not be further elaborated here. In F1G. 1, a
direction perpendicular to the paper plane corresponds to the
X axis direction, while the vertical direction corresponds to
the Y axis direction.

The linear motor 1 according to the modification embodi-
ment differs from the linear motor 1 according to the above-
described embodiment in the position of the first and second
magnet rows 6 and 7 of the field magnet 2 and in the position
of the first armature coil row 11 and the single-phase coil 12
of the armature 3.

Specifically, as shown in FIG. 6, in the linear motor 1
according to the modification embodiment, the first magnet
row 6, which includes a plurality of pairs of X-axis permanent
magnets 6a, is disposed between the pair of field magnet
yokes 4 and on the first side of the pair of field magnet yokes
4 in the'Y axis direction (on the lower side of FIG. 6). In other
words, the first magnet row 6 is disposed on the side where the
pair of field magnet yokes 4 are closed by the yoke base 5. In
the modification embodiment, disposing the plurality of pairs
of X-axis permanent magnets 6a of the first magnet row 6 in
this manner results in formation a closed loop of magnetic
field for X axis driving by adjacent two pairs of X-axis per-
manent magnets 6a, similarly to the above-described embodi-
ment. In the linear motor 1 according to the modification
embodiment, the first armature coil row 11 (in other words, a
plurality of AC three-phase coils 11a) is disposed in the
substrate 9 opposite the first magnet row 6. The first armature
coil row 11 is molded into a plate shape by resin molding and
secured in the substrate 9.

Also in the linear motor 1 according to the modification
embodiment, the second magnet row 7, which includes a pair
of Y-axis permanent magnets 7a forming a single row, is
disposed between the pair of field magnet yokes 4 and to the
second side of the first magnet row 6 in the Y axis direction
(on the upper side of FIG. 6). In other words, the second
magnet row 7 is disposed on the open side of the pair of field
magnet yokes 4. In the modification embodiment, a closed
loop L3 of magnetic field for Y axis driving is formed by the
pair of Y-axis permanent magnets 7a of the second magnet
row 7, the pair of field magnet yokes 4, and the yoke base 5,
as opposed to the above-described embodiment. In the linear
motor 1 according to the modification embodiment, the
single-phase coil 12 is disposed to the second side of the first
armature coil row 11 in the Y axis direction, that is, at a
position of the substrate 9 opposite the second magnet row 7.
The single-phase coil 12 is molded into a plate shape by resin
molding and secured in the substrate 9.

The second magnet row 7 according to the modification
embodiment, specifically, is disposed opposite the second
coil side portion 125 between the pair of field magnet yokes 4.
More specifically, the pair of Y-axis permanent magnets 7a of
the second magnet row 7 according to the modification
embodiment are longer than the second coil side portion 125
in theY axis direction. The pair of Y-axis permanent magnets
7a are opposite the second coil side portion 126 between the
pair of field magnet yokes 4 with a spacing S3 greater than a
spacing S4. The spacing S3 is defined as a spacing (distance)
in the'Y axis direction between the second end of each of the
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pair of Y-axis permanent magnets 7a in the Y axis direction
and the second end of the second coil side portion 125 in the
Y axis direction. The spacing S4 is defined as a spacing
(distance) in the Y axis direction between the first end of each
of the pair of Y-axis permanent magnets 7a in the Y axis
direction and the first end of the second coil side portion 125
in the Y axis direction.

The linear motor 1 according to the modification embodi-
ment is otherwise similar to the linear motor 1 according to
the above-described embodiment.

As described in the modification embodiment, the second
magnet row 7 is disposed to the second side of the first magnet
row 6 in the Y axis direction, that is, on the open side of the
pair of field magnet yokes 4. In this case, a closed loop L3 of
magnetic field is formed as ifto surround the first magnet row
6 by the pair of Y-axis permanent magnets 7a disposed to the
yoke open side of the first magnet row 6, the pair of field
magnet yokes 4, and the yoke base 5. An electromagnetic
force is generated between the second magnet row 7 and the
single-phase coil 12 to drive the armature 3 in the Y axis
direction. Also in the modification embodiment, a single pair
of'Y-axis permanent magnets 7a are disposed along the Y axis
direction, forming a single row. This ensures a substantial
distance between the first magnet row 6 and the second mag-
net row 7, similarly to the above-described embodiment.
Thus, the second magnet row 7 can be disposed not only to the
first side but also to the second side of the first magnet row 6
in the Y axis direction, providing improved flexibility to the
second magnet row 7 layout.

(2) The Linear Motor as Applied to a Stage Device

The linear motor 1 according to the above-described
embodiment and the linear motor 1 according to the modifi-
cation embodiment described in (1) may be used as driving
sources of linear motion mechanisms in stage devices. An
exemplary stage device is described below. The stage device
includes a linear motor, a stage, and linear guides. The linear
motor is movable on a fixed base. The stage is disposed over
the linear motor. The linear guides are disposed on the fixed
base and the linear motor, and include a slider and a guide
track. The linear motor of the stage device is the linear motor
1 according to the above-described embodiment or the linear
motor 1 according to the modification embodiment described
in (1). In this stage device, the linear motor drives the stage in
the X and Y axis directions. Thus, the linear motor is used as
a driving source of the linear motion mechanism in the stage
device. As described above, the linear motor minimizes
mutual interference between the magnetic field for X axis
driving formed by the first magnet row 6 and the magnetic
field for Y axis driving formed by the second magnet row 7.
Use of such linear motor as a driving source of the linear
motion mechanism ensures a highly reliable stage device.

(3) Other Embodiments

While in the above-described embodiments the field mag-
net 2 serves as the stator and the armature 3 serves as the rotor
that is movable in the X and Y axis directions, this should not
be construed in a limiting sense. Inversely, the field magnet
may serve as the rotor and the armature may serve as the
stator, with the field magnet movable in the X and Y axis
directions. This ensures similar advantageous effects to the
advantageous effects by the above-described embodiments.

Otherwise, the above-described embodiments and modifi-
cation embodiment may be combined in any manner deemed
suitable.
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Obviously, numerous modifications and variations of the
present invention are possible in light of the above teachings.
It is therefore to be understood that within the scope of the
appended claims, the invention may be practiced otherwise
than as specifically described herein.

What is claimed as new and desired to be secured by
Letters Patent of the United States is:

1. A linear motor having an X axis direction and a Y axis
direction orthogonal to the X axis direction, the linear motor
comprising:

a field magnet serving as one of a rotor and a stator, the field

magnet comprising:
a pair of planar, mutually opposing field magnet yokes;
a yoke base on a first end of each of the pair of field
magnet yokes in the Y axis direction; and
only two magnet rows with a first magnet row and a
second magnet row,
the first magnet row being between the pair of field
magnet yokes, the first magnet row comprising a
plurality of mutually opposing pairs of first mag-
nets along the X axis direction, the first magnets of
each of the pairs having mutually different polari-
ties, and
the second magnet row being between the pair of field
magnet yokes, the second magnet row being to at
least one of a first side and a second side of the first
magnet row in the Y axis direction, the second
magnet row comprising a pair of mutually oppos-
ing second magnets having mutually different
polarities, the pair of mutually opposing second
magnets forming only a single row in the Y axis
direction on each of the pair of field magnet yokes,
the pair of mutually opposing second magnets each
having a unitary structure and each having north
and south poles aligned to extend in a Z direction
that is orthogonal to both the X axis direction and
theY axis direction; and
an armature serving as another one of the rotor and the
stator, the armature comprising:
a first armature coil opposite the first magnet row; and
a second armature coil opposite the second magnet row,
wherein the rotor is movable in the X axis direction and the
Y axis direction, and
wherein the second magnet row with the yoke base forms a
closed loop of magnetic field for driving the rotor in the
Y axis direction.

2. The linear motor according to claim 1, wherein the
second magnet row is to the first side of the first magnet row
in the Y axis direction.

3. The linear motor according to claim 1, wherein the
second magnet row is to the second side of the first magnet
row in the Y axis direction.

4. The linear motor according to claim 2,

wherein the second armature coil of the armature has a first

coil side portion in the Y axis direction, and

wherein the second magnet row and the first coil side

portion are facing opposite each other.

5. The linear motor according to claim 4,

wherein the pair of second magnets of the second magnet

row are each longer in the Y axis direction than the first
coil side portion of the second armature coil,

wherein the pair of second magnets each have a first end

and a second end in the Y axis direction, and the first coil
side portion has a first end and a second end in the Y axis
direction, and

wherein a spacing between the first end of each of the pair

of second magnets and the first end of the first coil side
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portion in the Y axis direction is greater than a spacing
between the second end of each of the pair of second
magnets and the second end of the first coil side portion
in the Y axis direction.

6. The linear motor according to claim 1, wherein the yoke

base comprises a magnetic material.

7. A stage device comprising:

a linear motor having an X axis direction and a Y axis
direction orthogonal to the X axis direction, the linear
motor being a driving source of a linear motion mecha-
nism, the linear motor comprising:

a field magnet serving as one of a rotor and a stator, the
field magnet comprising:
a pair of planar, mutually opposing field magnet
yokes;
a yoke base on a first end of each of the pair of field
magnet yokes in the Y axis direction; and
only two magnet rows with a first magnet row and a
second magnet row,
the first magnet row being between the pair of field
magnet yokes, the first magnet row comprising a
plurality of mutually opposing pairs of first mag-
nets along the X axis direction, the first magnets
of each of the pairs having mutually different
polarities, and
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the second magnet row being between the pair of
field magnet yokes, the second magnet row
being to at least one of a first side and a second
side of the first magnet row in the Y axis direc-
tion, the second magnet row comprising a pair of
mutually opposing second magnets having
mutually different polarities, the pair of mutu-
ally opposing second magnets forming only a
single row in the Y axis direction on each of the
pair of field magnet yokes, the pair of mutually
opposing second magnets each having a unitary
structure and each having north and south poles
aligned to extend in a Z direction that is orthogo-
nal to both the X axis direction and the Y axis
direction; and
an armature serving as another one of the rotor and the
stator, the armature comprising:
afirst armature coil opposite the first magnet row; and
a second armature coil opposite the second magnet
row,
wherein the rotor is movable in the X axis direction and the
Y axis direction, and
wherein the second magnet row with the yoke base forms a
closed loop of magnetic field for driving the rotor in the
Y axis direction.



